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A ( 1 : 1 )
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1.2 kg1.4541TrogEF1200-4-15936-4-KonusTrichtera
346x300x70

14

1.5 kg1.4541TrogEF1200-4-15936-4-Grlo350x80ipt13
23.6 kg1.4541TrogEF1200-4-15936-4-Trichter-2-212
27 kg1.4541TrogEF1200-4-15936-4-Trichter-2-111
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25.7.2012. AlenCmre ki
TrogEF1200-4-15936-Trichter2-Sklop

Crtao:

Izmjenio:

List: Index :

Sirovac:

Površina:

Sir. mjere:

Netto:

Brutto [kg]:

TrogEF1200-4-15936-Trichter2-Sklop.idw

ISO 128

Klasa tol. :

CAD nacrt br.

IZRADITI [ kom ]:

Poz icija:

SKLOP / KUPAC / Radni nalog:

53,3 kg

A2
EF1200 ENGEL

1.4541

lim 2 mm 1250x2500

2B
2

info@prokona.com / www.prokona.com
Tel. +385 98 426 457
HR-40323 PRELOG
Nikole Tesle 19,

1968 vanjska

1509
754.5

18 18

350Ø

300Ø

2

1

2

4 3

a2

2iznutra brusiti na nulu

zavriti obru 350 i konus 300
prije monta e u sklop!

radi brušenja zavara iznutra
(nakon monta e bude teško)

PAZI na T3 i T4 je konus 290!!!
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30.10.2016.A.C. Prokona
Kuciste

Crtao:

Izmjenio:

List: Index:

Nikole Tesle 19,
HR-40323 PRELOG
Tel. +385 98 426 457

info@prokona.com / www.prokona.com

Sirovac:

Površina:

Sir. mjere:

Netto:

Brutto [kg]:

Kuciste.idw

ISO 128

Klasa tol.:

CAD nacrt br.

IZRADITI [ kom ]:

Pozicija:

SKLOP / KUPAC / Radni nalog:

2,3 kg

A3

ionitrirano HRC 55-60; 0,4mm

M72x2-lijevi

M72x2 - desni

R1

0.5 X 45°

69Ø

85

75

85

69Ø

R1
0.5 X 45°

5 X 45°

5 X 45°

1 X 45°

10 (4x)

10

85

56 - 0
0.2+

4Ø

0.25/45° Materijal:
42CrMoS4+QT h9 = .4732.4 (poboljšani) ili
34CrAlMo5 = .4739 ili
31CrMo12 + QT h9 = .4737.4 poboljšani

1 X 45°

1 X 45°

1.5 X 45°

1.5 X 45°
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Werkstoff:
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7.3.2014. A. Cmre ki
10400-HVG-KK30-KPL

Gezeich:

Geaend:

Blatt. Nr.
Index:

NikoleTesle 19,
HR-40323PRELOG
Tel. +385 98 426 457

info@prokona.com / www.prokona.com

Rohling:

Oberfläche:

Rohmaß:

Netto:

Brutto [kg]:

10400-HVG-KK30-KPL.idw

ISO 128

Tol. Klasse:

CAD Zeichnung Nr.

Herstellen [ Stk. ]:

Postion:

BAUGRUPPE / KUNDE / AUFTRAG:

1039,9 kg

A1
HVG KK30

1
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